
SPECIFICATIONS: 

All values are typical at +24°C (+75°F), 12Vdc excitation and apply to each axis unless otherwise stated. 

PARAMETERS VALUE UNITS 

DASH NO.  -002 -005 -010 -030 -050 -100 -200  

DYNAMIC RANGE ±2 ±5 ±10 ±30 ±50 ±100 ±200 g 

SENSITIVITY ±10% (DIFFERENTIAL) 1000 400 200 67 40 20 10 mV/g 

FREQ RESPONSE ±5% 0-200 0-600 0-800 0-800 0-800 0-1000 0-1000 Hz 

RESIDUAL NOISE (PASSBAND) 200 250 250 250 250 300 300 µVrms 

SHOCK LIMIT (any direction) 2000 5000 5000 5000 5000 5000 5000 g 

 

 

PARAMETERS VALUE UNITS 

ZERO ACCELERATION OUTPUT (DIFFERENTIAL) ±50 mV 

TRANSVERSE SENSITIVITY <3 % 

NON-LINEARITY (BFSL) ±1 %FSO 

THERMAL ZERO SHIFT, REFERENCE 

24°C (75°F) 

-40 to +100°C (-40 to +212°F) ±2.5 
%FSO 

-54 to +121°C (-65 to +250°F) ±3.0 

THERMAL SENSITIVITY SHIFT, 

REFERENCE 24°C (75°F) 

-40 to +100°C (-40 to +212°F) ±3.0 
% 

-54 to +121°C (-65 to +250°F) ±3.5 

EXCITATION VOLTAGE 8 to 36 Vdc 

EXCITATION CURRENT PER CHANNEL <5 mA 

COMMON MODE VOLTAGE 1.6 Vdc 

FULL SCALE OUTPUT VOLTAGE ±2 Vpk (FSO=2V) 

OUTPUT IMPEDANCE <100 Ω 

INSULATION RESISTANCE (@100Vdc)BETWEEN CHANNELS,  CHANNELS TO 

SHIELD 
>100 MΩ 

TURN ON TIME <100 mSEC 

OPERATING AND STORAGE TEMPERATURE -54 to +121 (-65 to +250) °C (°F) 

CONSTRUCTION TITANIUM  

HUMIDITY (ACTIVE ELEMENT AND HI IMP ELECTRONICS) Hermetic Seal  

HUMIDITY (HOUSING & LO IMP ELECTRONICS) Silicone Potted IP65  

WEIGHT (CABLE NOT INCLUDED) 30 Grams 

MOUNTING TORQUE 6 (0.7) lb-in (Nm) 
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SPECIFICATIONS: 

All values are typical at +24°C (+75°F), 12Vdc excitation and apply to each axis unless otherwise stated. 

PARAMETERS VALUE UNITS 

DASH NO.  -002 -005 -010 -030 -050 -100 -200  

DYNAMIC RANGE ±2 ±5 ±10 ±30 ±50 ±100 ±200 g 

SENSITIVITY ±10% (DIFFERENTIAL) 1000 400 200 67 40 20 10 mV/g 

FREQ RESPONSE ±5% 0-200 0-600 0-800 0-800 0-800 0-1000 0-1000 Hz 

RESIDUAL NOISE (PASSBAND) 200 250 250 250 250 300 300 µVrms 

SHOCK LIMIT (any direction) 2000 5000 5000 5000 5000 5000 5000 g 

 

 

PARAMETERS VALUE UNITS 

ZERO ACCELERATION OUTPUT (DIFFERENTIAL) ±50 mV 

TRANSVERSE SENSITIVITY <3 % 

NON-LINEARITY (BFSL) ±1 %FSO 

THERMAL ZERO SHIFT, REFERENCE 

24°C (75°F) 

-40 to +100°C (-40 to +212°F) ±2.5 
%FSO 

-54 to +121°C (-65 to +250°F) ±3.0 

THERMAL SENSITIVITY SHIFT, 

REFERENCE 24°C (75°F) 

-40 to +100°C (-40 to +212°F) ±3.0 
% 

-54 to +121°C (-65 to +250°F) ±3.5 

EXCITATION VOLTAGE 8 to 36 Vdc 

EXCITATION CURRENT PER CHANNEL <5 mA 

COMMON MODE VOLTAGE 1.6 Vdc 

FULL SCALE OUTPUT VOLTAGE ±2 Vpk (FSO=2V) 

OUTPUT IMPEDANCE <100 Ω 

INSULATION RESISTANCE (@100Vdc)BETWEEN CHANNELS,  CHANNELS TO 

SHIELD 
>100 MΩ 

TURN ON TIME <100 mSEC 

OPERATING AND STORAGE TEMPERATURE -54 to +121 (-65 to +250) °C (°F) 

CONSTRUCTION TITANIUM  

HUMIDITY (ACTIVE ELEMENT AND HI IMP ELECTRONICS) Hermetic Seal  

HUMIDITY (HOUSING & LO IMP ELECTRONICS) Silicone Potted IP65  

WEIGHT (CABLE NOT INCLUDED) 30 Grams 

MOUNTING TORQUE 6 (0.7) lb-in (Nm) 

TABULATION 

ZZZ TOLERANCE 

≤ 4 [102] 
+0.5 [13] 

-0 [0] 

＞  4 [102] & ≤12 [305] 
+1 [25] 

-0 [0] 

＞ 12 [305] & ≤ 60 [1524] 
+2 [51] 

-0 [0] 

＞ 60 [1524] & ≤ 120 [3048] 
+4 [102] 

-0 [0] 

＞ 120 [3048] & ≤ 360 [9144] 
+6 [152] 

-0 [0] 

＞360 [9144] 
+12 [305] 

-0 [0] 

 


